
YEAR
WARRANTY

2
IP68

EX-PROOF FLOODLIGHTS

CP T1-SERIES



11kg

200*200*270mm 300*300*175 300*300*175 400*400*185

4kg 7kg 7kg 11kg

Luminous Efficacy

Lumen
Maintenance

110 lm/w

>100,000hours at L80 25°C

185W

20350 lm

Power Factor

LEDs/Driver

Lumen Output
(+/-5%)

4400 lm 8800 lm

150W

Input Voltage

Nominal Wa�age 40W 80W 100W 120W

16500 lm

AC 100-277V 50/60Hz

Bridgelux/MeanWell

>0.95

11000 lm 13200 lm

Weight

120°*120° or RF 60°*30°

Ra>70

3000K,4000K,5700K

IP68 , EX

CRI

Beam Angle

Ra�ng

CCT

Dimension 400*400*185 400*400*185

11kg

ADC12 aluminium 
alloy body
IP 68 grade protec�on

LM80 Cer�fied LEDs
USA Bridgelux  chip
BXCB45

120° wide beam lens
angle or RF 60°*30°
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PRODUCT CATALOG

High-end programmable

performance and lifespan.

LED LUMINOUS SOURE

LED DRIVER

OVERVIEW

MeanWell driver 
efficiency up to 90%

FEATURES
- LED LM80 cer�fied LEDs
- Aluminium alloy ADC12, 1800 ton high pressure resistance
- Tempered glass lens, shock and vibra�on resistance, 4J direct impact
- IP68 protec�on (IEC, ATEX, UL standard)
- Working temperature: -40°C to 55°C

CP T1-SERIES

Product SL-EX-40WT1-CP SL-EX-80WT1-CP SL-EX-100WT1-CP SL-EX-120WT1-CP SL-EX-J150WT1-CP SL-EX-J200WT1-CP
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CONTACT USOffice/Showroom
Strong Lumen (Malaysia) Sdn. Bhd. (1148524-U)
No. 37, Jalan Se�a Tropika 1/8,
Taman Se�a Tropika,
81200 Johor Bahru, Johor. Malaysia

Mobile: +6012-818 3949    |    +65-8183 8447 

Tel: +607-351 1626   |   Fax: +07-351 1393

Photometric Data

120° x 120° beam angle (without reflector) 60° x 30° beam angle (with reflector)

Installation Methods 
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