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NE-T1SERIES

EX-PROOF LINEAR LIGHT

100 lm/w
Luminous Efficacy

>50,000
hours Life�me

IP66
Ingress Protec�on

Ex
dnAIIB T6 Gc



Weight

120°

Ra>70

3000K,4000K,5700K

IP66

CRI

Beam Angle

IP Grade

CCT

Dimension

EX Grade Ex dnAIIB T6 Gc/DIP A20 TA, T6

20W 30W 40W 50W

6000 lm

AC 100-220V 50/60Hz

>0.90

4000 lm 5000 lm

SL-EX-20WT1-NE SL-EX-30WT1-NE SL-EX-40WT1-NE SL-EX-50WT1-NEProduct

Luminous Efficacy

Lumen
Maintenance

100 lm/w

>50,000hours at L70 25°C

Power Factor

Lumen Output
(+/-5%)

2000 lm 3000 lm

60W

SL-EX-60WT1-NE

Input Voltage

Nominal Wa�age

850*136*91.5mm 1295*136*91.5mm

4kg 6.9kg

Design for hazardous area such oil fields, oil refineries, offshore oil pla�orm, power plant, gas sta�on, oil tank, wharf, tunnel, petrol sta�on, substa�on, military base & etc.
Zone I & Zone II hazardous loca�on, zone 20/21/22 & IIA/IIB/IIC poten�al explosive gas atmospere.
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PRODUCT CATALOGNE-T1SERIES

OVERVIEW

FEATURES
- 90-305VAC and 24VDC op�on available, equip with emergency light func�on (op�onal)
- Using SMD LEDs technology for be�er power consump�on, longer life�me
- Aluminium alloy body die cast for excellent heat dissipa�on
- Lens made from PC for extra strength, impact resistance, heat resistance & corrosion resistance
- IP66 Ingress Protec�on grade; water proof, dust proof & corrossion proof
- Easy installa�on


