
IP65 YEAR
WARRANTY

FT-T2  SERIES

LED FLOODLIGHTS



Material

Beam Angle

CCT

Net Weight

Dimension

CRI

Luminous Efficacy

Opera�ng 
Temperature

-40°C to 50°C

AC 100-240V / AC 100-277V / AC 200-480V  50/60Hz

130 lm/w

Input Voltage

Nominal Wa�age

THD <20%

Body - Die cast aluminium
Lens Material - Tempered Glass

10.1kg 15.6kg 29.5kg

Product SL-FL-300WT2-FT     SL-FL-500WT2-FT

Ra>70

THD

Lumen Output
(+/-5%)

<20%

Shell Color

IP65Ra�ng

>75,000hours  at L70 25°CLumen
 Maintenance

4000K,57000K, 6500K

15°/30°/60°

Black/Silver other RAL colors availble on request

274*603*194mm 450*603*195mm 740*603*195mm

SL-FL-1000WT2-FT

300W 500W 1000W

36123 lm 61655 lm 119544 lm

LEDs/Driver
LEDs - Nichia/Cree

Driver - MeanWell/Inventronics

Power Factor >0.95

LED DRIVER inside

Ul�lize high permeability tempered glass,
providing the best lumen ouput of the
luminaire

15°/30°/60° lens
Nichia 3535 2D

Unique thermal design, for excellent 
heat dissipa�on

Excellent thermal management system
enable LED’s consistenly cooled. Boost
performance and life�me

High-end programmable

performance and lifespan.

LED LUMINOUS SOURE

LED DRIVER

Occupancy & daylight sensor available
Dimming op�on available
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